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Delivery Contents:
1 carbon bottle cage
2 hexagon socket bolts made out of aluminum
1 waterbottle 0.5 or 0.75 liter
1 rubber lip

Technische Daten:
Material: Carbon
Weight without bolts approx. 21g

Assembly instructions:

• Apply one drop of Loctite (blue) on the thread of each bolt.
• Ensure the opening is positioned at the top.
• Tighten the bolts with 2 Nm. 
General Instructions:
• Generally every kind of plastic-bottle design can be used. (also non conical bottles).
• Should the used bottle have a too small diameter and is not secure in the bottle cage, two rub-

ber lips can be mounted between the screw and cage. The teeth of the rubber lips have to face 
downwards.
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Please consider: Depending g on the location of installation the correct bottle cage 
has to be chosen. 
Example: when mounting a Linksträger (open on the left) at the seat-tube it is made 
for use fromthe right.
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Outside of Germany please contact your local distributor.

Service

Warranty:
Tune grants a two year warranty from the date of purchase on material defects and production errors. On 
bearings, rims and spokes we grant a one year Warranty, as these are wear parts. Claims can only be 
made if a copy of an original dealer invoice is presented.
There is no claim for warranty services in case of:
• normal wear
• improper use or careless treatment
• disregard of service instructions
• inappropriate repair, assembly, or maintenance works or negligence
• defects caused by wrong wheel building (spoke patterns, spoke crossings, spoke tension, etc.)
Warranty claims have to be sent to the local Tune distributor and are subject to the assessment of Tune. 
Based on this warranty, the company Tune is not liable for compensation, especially not for indirect 
damage caused by accidents, collateral damage and consequential damage. All anodized parts can 
bleach in sunlight.

Crash Replacement:

Tune offers a Crash Replacement in addition to the legal warranty. The service can be engaged if your 
Tune product is damaged and not be ridable any more, due to a crash, accident or overload .
Conditions:
• Due to our huge products variety, the discount we can give, is assessed individually for every case.
• The damaged part is replaced by the same model. Tune reserves the right to replace the damaged 

part with an equal alternative.
• The damage has to affect the functionality of the component (optical damage is excluded). 
• Damaged parts pass into the ownership of Tune.
• The Crash Replacement offer does not cover the costs of transport and labour.


